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One of the most frequently asked questions that a thitg gafety organization is asked centers on “What
standard applies to EV infrastructure products?” This papkoutiine the various standardization activities
for charging infrastructure for both conductive and wirelessgp transfer technologies. It will discuss the
development status, expected publication schedules, and technolaygd for various UL, SAE, and IEC
standards centered on electric vehicle charging use. Further, grenpthdiscuss the certification aspects of
these standards, such as where the standards are applicalbevaradttication is handled, within various
global locations.

1. Introduction

The concept of electric vehicles, and electric vehicle charging, hasabeemd for over 100 years, with the
first electric vehicles dated back to the 1800’s. Over the ydmrdethnology has experienced highs and lows,
eventually losing ground to internal combustion vehiclehén1920’s. However, after a brief resurgence in the
1990’s, electric vehicles appear to be here to stay. Since 2@08,Has been an increase in the interest around
electric vehicles. This drives the need for infrastructure to rgetthe on board battery in these vehicles, and
in turn, creates a need for safety standards that can addresshifuweying aspect of electric vehicles.

Although electric vehicle infrastructure standards existed 18 2@@st of them were outdated or unprepared to
handle the technological advances since the 1990’s. Due tohihisleteloping and/or revising of existing

standards into a more up-to-date and useable form became thdomas of infrastructure safety standards.
This standards work was instrumental in supporting eleelicle infrastructure in the marketplace and
increasing installations of electric vehicle infrastructure suah ttie use of electric vehicles was supported
moving forward. That first wave of standards developmentamasttempt to catch up to where technology was
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in 2008, but during the time to complete that “catch up,”eéheere further advances in the technology.
Additional standards development was needed; and since 2008f dik electric vehicle infrastructure
standards have been in some phase of revision. All of thiggehagvision, and updating leads to a need to
determine what is required today and what will be required nmwofor electric vehicle infrastructure.
Understanding this will assist manufacturers of infrastnecggiuipment in preparing for the future.

This paper will address the standards involved with elee#fiicle recharging infrastructure, which standards
cover which types of products, where each of these standardsrésitlyupositioned in the development

process, what future publication dates are expected, and a higlo@dvat the certification options associated
with these standards.

Included in this paper are discussion concerning conductive ngasgindards and a discussion concerning the
status of wireless power transfer standards. For conductiveyimtpastandards, the paper will include
discussions for the electric vehicle connectors and cables thageat¢o provide the conductive connection.

In some cases, the standards included in the discussion maydbe a revision phase at the time of this
writing. As this paper is intended to cover the standasda whole, and is not intended to be a deep technical
discussion of the requirements in the standards, it woodcobe prudent to discuss any potential changes in
these standards prior to those proposed changes becominzetindlherefore, this paper will not address the
details concerned with any ongoing revision process or amyogpea changes in these standards, and will
simply focus on the standard as a whole.

2. Conductive Charging

Conductive charging can be accomplished by delivering AC powaeréhicle with an on board charger or by
delivering DC power to a vehicle for directly charging the bgtfeo on board charger needed). In some cases,
the vehicle may contain both an AC and DC connection, andcim cases, the on board charger is used as
necessary.

AC delivery is done through what will be called a chargingstaDC delivery is done through what will be
called a quick charger. There are other terms; and of course,hasltgyy is advancing the distinction is
becoming less black and white. However, for the purposessofligtussion, we can use this terminology to
distinguish between the two as the two separate types are coyetiigtent standards.

Charge stations and quick chargers, although different inkerawadl perhaps using different communication
protocols, all have to be provided with a means to connect ctively to the vehicle. This is done through an
output cable and an EV connector. Standards covering these gradeiaiso included in the discussion.

Lastly, internal to the charge station or the quick charger sgstem of protection, designated and treated
differently by different standards, that is provided toigebthe user when recharging the electric vehicle. The
standards associated with this protection system are alsdéddiu the discussion.

In an attempt to summarize this information in the clearessiple manner, we will address the discussion
based on the type of equipment involved and divide the discudetween North American standards and
European (IEC or IEC/EN) standards. We will not go mitstandards that exist, such Sll standards in Israel or
GB/T standards in China, as this would be cumbersome apdsgible to write up in a concise manner.
However, this should set a ground work for moving fodwaith future plans.
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2.1 Charge Stations

First, we should explain a little about charge stations.elhez essentially 3 types of charge stations that are
widely in use, but they are designated differently aroundjlittee. In North America, there is the Portable EV
Cord Set which is a portable device intended to stay wighvithicle and be used with any convenient
receptacle. In the IEC document, this was referred to as a Modde2asabmbly. Second, in North America
there is a fastened in place charge station which is a device thag caoved, but is not intended to be moved
often. It typically is “hung on a hook” in a residentialcmmmercial garage for use with electric vehicles that
are parked in the vicinity. In the IEC document, this is alen@ charge station. The last device in North
America is a fixed charge station, which is typically a public eccharge station that is permanently fixed in
one location and is hard wired. In the IEC document, thidegnated as a Mode 3 charger station. The
designations are not all that important to the discussitintixe exception of the portable EV cord set / Mode 2
cable assembly as will be shown below.

The standards associated with charge stations are harmonizeahrANwerica. This includes ANSI/UL 2594
in the US, CSA C22.2 No. 280 in Canada, and NMX-J-67TGENn Mexico. Each of these standards covers
an identical scope including equipment for conductive chargiram @&V, with a source voltage of 600 V ac or
less, 60 Hz, and intended to provide AC power to an EVi ait on board charger. All three equipment
designations as described above are included in this document.

This tri-national standard was published February 22, 2BaBjs currently in a revision cycle. For North
American harmonization, the process falls under the Councitidomonization of Electrotechnical Standards
of the Nations in the Americas (CANENA). That CANENA cycle@aring the end of the process and the next
edition of the standard is expected to publish sometimethigeyear. The new edition will continue to cover
all three equipment designations as described above.

In the EU and other countries that accept IEC based standa@l§1#51-1 and IEC 61851-22 are used to
cover charge stations. These two standards are intended tedan uw®njunction with one another to provide
general requirements (part 1) and specific requirements for A@Qelstations (part 22). The scopes of these
two standards cover equipment for charging electric road vehiglpsoliding ac power to the vehicle. Part 1
limits the input voltage to 1000 V ac while part 22 Isrihe input voltage to 690 V ac. When using these two
standards together, this does in fact limit the input gelteo 690 V ac. All three equipment designations as
described above are included in this document.

The part 1 document was published November 1, 2010 amqmhth@2 was published May 1, 2001. The wide
discrepancy on the publication dates has an explanation. The néxt edl the part 1 document, which has
been in revision for the last 5 years, is scheduled for gattdin by the end of this year or early 2017 as it is
currently in the final stages of the IEC revision processs Tibxt edition of part 1 will incorporate all the
requirements from the current part 22 document. Once the ndoneafithe Part 1 document is published, it is
intended that the part 22 document will be withdrawn. A sthe imminent publication of part 1 will address
AC charge stations without the use of any additional pairthe IEC 61851 series. However, there is a
significant change in the equipment covered. The next addfolEC 61851-1 will cover Mode 2 charge
stations and mode 3 charge stations (and the general requirdonévitede 4 — or DC — Charge stations), but
the mode 2 cable assembly was removed from the scope and placadhew standard, IEC 62752. This is
discussed below.
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The IEC 62752 standard was published on March 1, 20JkeTi& a long history behind this document that is
not necessarily part of this discussion. However, it shbeldoted that the IEC 61851 series which is under the
scope of Technical Committee (TC) 69 — Electric Vehicles and @liahafrastructure — did not develop IEC
62752. That standard was developed by TC 23E — Circuit Bread Similar Equipment for Household Use
— based on the concept that the protection system needed ialedevice requires that the entire device be
covered by the protection system standard. Due to this, 1B&161 will reference IEC 62752 for mode 2 cable
assemblies and has relinquished that product from the sctipe I&FC 61851 series.

One important note, until the new edition of IEC 6185%-published, there is no reference to IEC 62752 in
IEC 61851-1. Therefore, the scope if duplicated between thdB®odocuments and technically both can
apply. This is a confusing issue as the choice of standarpl io the manufacturer of the product, and the two
standards are not the same. However, as stated above, the nert@&diEC 61851-1 will no longer cover
mode 2 cable assemblies as these devices are covered in IEC 6275@ofé of IEC 62752 will cover mode 2
cable assemblies that are rated 250 V ac, single phase, or ABfe\phase, and no more than 32 A.

As IEC 62752 was very recently published, all work has loeenpleted. However, a maintenance revision
cycle will be started shortly to draft and publish an amenditoeiEC 62752. The amendment will address any
proposed changes associated with the published standarticafa of that amendment is not expected until
the first half of 2018.

2.2 Quick Chargers

As was done for charge stations, we should briefly distesgquipment designations associated with quick
chargers. In North America, the designation quick charger omgehas used. In the IEC standard, the
designation Mode 4 charger is used. There is no further breakiticthe designations as there are for charge
stations. All devices are expected to be high power, fixedaocepand permanently connected devices and
therefore only one designation is used. In the futurephig change, but based on current published standards,
these designations cover all possibilities.

Unlike charge stations, the standards associated with quick chargbe US and Canada are not harmonized,
and Mexico has no specific standard for quick chargers thabign today. In the US, ANSI/UL 2202 is used.
In Canada, CSA C22.2 No. 107.1 is used. These two staratardsry similar overall, but they are not exactly
the same. The scope of both documents cover chargers conmeetednput voltage of 600 V or less, and
providing DC power to electric vehicles. ANSI/UL 2202 was$l@hed on October 2, 2009 (with a revision in
2012) and CSA C22.2 No. 107.1 was published on Septeini#001 (with a revision in 2011). Neither of
these documents is currently undergoing any revision iriaelad EV chargers. However, CSA has announced
a plan to harmonize to the IEC standard (discussed belowyiscwhtinue the use of CSA C22.2 No. 107.1.
This has prompted discussions concerning a North Americanohaation effort through CANENA.
However, the details around that effort are far from develogedithe actual plan and standard to be used for
harmonization is not yet decided.

In the EU and other countries that accept IEC based standa@§1851-1 and IEC 61851-23 are used to
cover the electrical aspects of DC chargers, and IEC 61851-24sctheercommunication aspects of DC
chargers. The part 1 standard and the part 23 standard are integedsed in conjunction with one another
to provide general requirements (part 1) and specific requitsnienDC chargers (part 23). The scope of
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these standards cover equipment for charging electric road vehjgeeviding dc power to the vehicle, with
an input voltage up to 1000 V ac or 1500 V dc, with apuutoltage of 1500 V dc maximum.

The part 1 document was published November 1, 2010 an@th23was published March 1, 2014. The next
edition of the part 1 document, as discussed above, is sellddulpublication by the end of this year or early
2017 as it is currently in the final stages of the IEC remiprocess. A maintenance cycle for IEC 61851-23
was begun in mid-2015. Publication of a new edition ef standard will be the result of this maintenance
phase. The expected publication date is unknown at this kiotevould not be expected prior to the end of
2017.

The communication protocol covered under IEC 61851-24sed un conjunction with the DC charger
requirements, but is a stand-alone standard covering the cooations protocol. This part 24 was also
published on March 1, 2014, and it is also included irctiveent maintenance cycle described for the part 23
standard above.

It should be noted, there is additional work that hasestagtobally for high power conductive charging (buses
and trucks) and overhead conductive charging using a pantograplection system that is in process.
However, these efforts are not yet complete and are not inclndbeid discussion.

2.3EV Cable

In North America, there are specific requirements that exishootitput cable of either a charge station or a
quick charger. The cable must be one of six EV cable types, %Y, EVE, EVJE, EVT, or EVJT, that are
available today. These cable types may expand in the futurthdtwork is not part of this discussion. In the
IEC document, there is no such cable designation that can bedtinin the requirements. There is some
guidance for cables, but there are no designations that edast to

In the North America, the standards associated with EV cahbieufoeable to the vehicle) are harmonized. This
includes ANSI/UL 62 in the US, CSA C22.2 No. 49 in @da, and NMX-J-436-ANCE in Mexico. This tri-
national standard covers cabling in general, including EV cahted a maximum of 600 V. The standard
focuses on construction of the cable and does not address angsagéyt of the cable rating. The ampacity is
left to the end product use for evaluation. In North Ametiova,ampacity of cables is typically governed by the
Electrical Code in each country, which references ampacity tabilee sode for determining the proper sizing
of the EV cable based on intended use.

The tri-national standard was published on March 14, 20td.nExt revision cycle has just recently started
through the CANENA process. The expected publication datppsoximately 3 years, but this is an estimate.
One of the discussion topics in this revision cycle concemm®ving EV cables from the current harmonized
document and moving them to a separate, stand-alone documét¥ foebles only. The idea would be to
harmonize this new standard between the US, Canada and Mexigw;lbdé additional EV cable technology
such as 1000 V cable, water cooled cables, and so on. Thererae details around this to report yet, but it is
being discussed at the CANENA harmonization meetings.

In the EU and other countries that accept IEC based standaedsaltle requirements are handled a little
differently. In the existing IEC 61851-1 standard, thaumegments for output cables were indicated as “under
development” with a note that claimed IEC 60245 was “an adequattasiathat defines cable properties.”

However, IEC 60245 covers rubber insulated cables and maypen@dequate in all cases. This made
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addressing cables a little difficult. The next version of K851, discussed above, currently states that the
cable “shall be suitable for the application” which leaves the callgirements open. Further, there is a note

that states IEC 62893 is currently under development to addaddes. IEC 62893 is currently in the second

CD stage of the IEC development process and is expected tblished in 2018.

2.4 EV Connectors

The standards associated with EV connectors are harmonized mAoerica. This includes ANSI/UL 2251
in the US, CSA C22.2 No. 282 in Canada, and NMX-J-67&ENn Mexico. This tri-nationally harmonized
standard covers connectors rated a maximum of 600 V AC oaCuyp to 800 A.

This tri-national standard was published February 22, 201t3s currently in a revision cycle. That cycle is in
the early phases and would be expected to publish in late 201 edrliest.

Also in North America, there is a document from the Socié#utomotive Engineers (SAE) that covers the
EV connector configuration and associated design parameters.ddbignent is SAE J1772. It is a
recommended practice that can be used by automakers but is notanantlae design in this document has
become the unofficially agreed upon configuration for AC corndeiatharging in North America and also
includes a DC connector design that co-exists with CHAdeMQigroations from Japan. The SAE J1772
configurations are also called out in the IEC 62196 serissusied next. The tri-nationally harmonized
standard for safety described above does not require this watiin to be used as the safety standard must
remain open to alternative designs. EV connectors followiegSAE J1772 configuration and design are
covered by the tri-nationally harmonized document, but SAE2is7not used directly for certification.

In the EU and other countries that accept IEC based standar@s62E96 series is used to cover EV
connectors. There are two different types of connectors, an A@ctam and a DC connector. IEC 62196-1
and IEC 62196-2 are intended to be used in conjunctidnomié another to provide general requirements (part
1) and specific requirements for AC connectors (part 2).6E096-1 and IEC 62196-3 are intended to be used
in conjunction with one another to provide general requirésngpart 1) and specific requirements for DC
connectors (part 3). The ratings of connectors covered byttnslard are based on the ratings provided by
manufacturers dependent upon the standardized configuration akddétaithe standard sheets of the
applicable IEC 62196 part. This does not correlate to the dmtiech scope ratings. For example, part 1 states
connectors rated 690 V ac, 250 A, but the part 2 will sta@ev48&8c, 63 A three phase, or 70 A single phase. As
can be seen, the scope is not identical between the parts, gadttBescope for AC connectors and the part 3
scope for DC connectors are the actual scope limits regaafléfss wording in part 1. This is due to the fact
that the standardized configurations in the part 2 and part@Bwknts are identified with a specific rating limit,
and the part 2 and part 3 document scopes are based on thadisigned in the standards sheets.

The part 1 document was published on June 1, 2014. Th2 pas published on February 1, 2016. The part 3
was published on June 1, 2014. All three documents are legiamaintenance phase as of February of this
year. Any expected publication date would be in late 2017 at thesear

2.5 Protection Systems

This topic requires some additional explanation. In NortreAra, the tri-nationally harmonized standards for
charge stations and quick chargers have a requirement thatgectations and chargers must be provided
with a system or personnel protection to protect the usen & hazard while using the equipment. This
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includes hazards associated with contacting conductive parts wéhiie while the vehicle is charging. The
protection system is designed to monitor not only thergsh station/charger, but also the vehicle frame from
either the presence of hazardous voltage or current, or losslation. In the North America, the standard that
governs the requirements for these systems of protecticerrisohized. This includes ANSI/UL 2231-1 and
ANSI/UL 2231-2 for the US, CSA C22.2 No. 282.1 ar8iACC22.2 No. 281.2 for Canada, and NMX-J-668/1-
ANCE and NMX-J-668/2-ANCE for Mexico. In all cases, thetdacovers general requirements and the part 2
covers particular requirements for the system used. A systemotection in accordance with this standard
consists of devices and constructional features that providecpom against electric shock when used as a
system.

Both parts of this standard were published on Septemb@017Z. The document is also currently in a
CANENA revision cycle, and that cycle is nearing the finages. The next edition is expected to publish
sometime in 2016.

In the EU and other countries that are accepting IEC based stantter IEC 61851 series of documents will
provide guidance for the protection system by reference &r dHC standards for residual current devices
(RCD’s). The current edition of IEC 61851 -1 referenceS 81540 or IEC 62335 as applicable for Mode 2
charging, and then states all products shall have an RCD equit@l@gpe A in IEC 60364-4-41, and this
device could be located in the panel of the building installadioth not in the device. Further guidance is
provided by saying the RCD in the product should hav@ype A characteristics as defined in IEC 61008-1,
IEC 61009-1, or IEC 60755 in conjunction with an ovemrent protective device. This provides a lot of
options and some research when looking at the specific deviddeuiov

The upcoming next edition of IEC 61851-1 is a bit cleatestates that if an RCD is provided in the EV charge
station or charger, it shall comply with IEC 61008-1CI1&§1009-1, IEC 60947-2, or IEC 62423. However, DC
fault currents on charge stations shall be considered, ancatigasd will then reference IEC 62955 which is
under development. Lastly, as stated earlier, all portable Maddbl2 assemblies will be covered under IEC
62752 and that standard is referenced for Mode 2 protection.

Essentially, the IEC requirements for the protection arele titore varied and possibly not as well defined as
the protection system required in North America. The varighilitthe applicable standards allows for the
manufacturer of the charge station or the charger to have options.

3. Wireless Power Transfer

Wireless power transfer refers to a transfer of power fromffaboard source to the electric vehicle using no
conductive connection between the source and the electric vehiclendthed of energy transfer can vary
based on the type of technology involved. There has beenmogress using a few different technologies, but
the main focus of the industry has been on magnetic resonangenghaihis technology allows for transfer of
power over a significant air gap between the ground based abithenvehicle based coil. In essence, the
technology claims that the driver simply parks the vehickr dive ground coil and walks away and charging
will start. There are a number of things that need to be addrassising this technology and much of that is
being worked out in the standards development processesrthaurrently ongoing. As such, there is no
complete set of requirements that exists in published foroh taslay. The below discussion will provide some
explanation around the standards that are in progress and tivbgrare in their respective processes, along
with future timeline plans. It should be noted that allthoé is subject to change based on progress in the
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industry, technology changes, and other factors. Howewaog# provide some guidance as to where this is at
this point in time.

First, a wireless power transfer system consists of anoaffd component and an on board component. In some
cases, standards may only intend to cover the vehicle sidemm cases just the off board side, and in some
cases hoth sides. The scope of a given document will indicateistovered.

There are three documents that are currently in developmentgm $ystems. In the US there is UL 2750 and
SAE J2954. In Europe, there is IEC 61980. There are staedards involved dealing with communication and
other aspects, but they are not part of this discussiondiSaussion will concentrate on the three indicated
standards and where they are in the process.

3.1 North America

There are two documents that are in development in North Amerhis includes UL 2750 and SAE J2954.
These two documents are being developed in conjunction withanother in an attempt to eliminate
contradictions, gaps, or duplicate efforts between the twongeats. In order to discuss the documents, we
also need to look at how they are expected to work together.

SAE J2954 includes requirements for the design of the wdrglesver transfer system based on magnetic
resonance power transfer. It also covers interoperability osyiseem such that any vehicle can use any
wireless charger. Operational parameters such as efficiency are alstechcHowever, it does not contain
requirements concerning safety of the off board equipment.

UL 2750 is a safety standard. Typically, the standard is dpedlbased on a given product or system. In this
case, most OEMs and most manufacturers have an agreement to tfelaBAE J2954 design in North
America in order to drive interoperability and make the techryosegmless to the user. Due to this, the UL
2750 document has been patterned after the design covered bS8k Jt should be noted that this is not
the only system that can be covered by UL 2750. If a systatrdbes not follow SAE J2954 was to be made
available, UL 2750 would need to develop requirements forsiyetem as well based on differences to the
SAE J2954 design. This is possible as the SAE J295¢mdissnot required to be used and the UL document
must remain open to changes in the design. However, todlaye &kve to go by is the SAE J2954 design and
that is what has been the development point for UL 275@h s in mind, the standards can be discussed in
more detail.

UL 2750 is intended to cover the off board power source lamaff board coil of a wireless power transfer
system. The concept is that the off board portion is tegitbdhe reference vehicle coils defined in SAE J2954
and this will prove interoperability of the system wikte tvehicle side. The UL 2750 standard will cover the
safety aspects — fire, shock, and injury - associated withrddrigt — as part of its scope. If a system does not
correspond to the SAE J2954 design, then the UL 2750ntkerdumay need to expand its scope to include the
vehicle control side in order to verify safety.

As stated, both of these documents are in the developmeat Sta@750 will be finalized and published when
the first certification for a complete system is authorizdwer& is no way to finalize the document without a
final design, whether it follows SAE J2954 or not, ase aspects of the design are not dictated by the SAE
document and are therefore unknown at this time. The SAE izfdnent is intending to publish a technical
report to be used as a guideline to design systems. Theismtercollect data from these commonly designed
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systems, and then use that data to move the SAE J2954 eltctonthe next stage later. The expected
publication of the technical report is by the end of 2016.

3.2 Europe

IEC 61980 is in development as well. It is intended to isbi$ three parts. Part 1 is general requirements, part
2 is communication, and part 3 is specific requirements fonetagresonance transfer systems. The part 1 was
published on July 1, 2015, but is currently being revi3é@ general requirements in this part 1 cannot be used
on their own to completely cover a system. The part 2 artdBpdgmcuments have not been published and are
still in the development stage.

Overall, the IEC documents are similar to the UL and SAE miecis. This is based on the fact that the parties
involved are participating in all of the development processesasty of the same discussions have been held.

Eventually, once published, the standards will fall underBEbh¥H category of the CB Scheme and the
certification path in the EU will be defined. Outside of tHg Eas yet to be defined as most countries are
awaiting the outcome of the development process to form afopin

At some point in the future, when these standards are pedliscertification options will need to be
determined. All of this has yet to be decided, although sarteplars are expected, such as the IEC version
will be used as a basis for the IEC/EN document, whichrimwill become part of the CB Scheme. However,
exact details are not yet known.

4. CERTIFICATION

Certification, by definition, is different in North Ameri¢han it is in the EU and other parts of the globe. These
differences are far more than standards based, and involve $hictysis governmental regulations, responsible
parties, installation codes, certification marks, and othaesssA brief description of the main differences may

prove helpful.

Certification in the US and Canada is based on a third paggnmation, such as UL, to provide a test report
and authorization to use that organization’s certification roarkhe product. In the case of charging stations
and chargers, the National Electrical Code in the US will stateathproducts should be certified by a third
party organization. Similar statements exist in the Canadianries@dCode. Installations may be subjected to
inspection, and the authority having jurisdiction (AH#) that location will make a determination on
acceptability of the installation. In short, the device caneomiade operational until the AHJ approves the
installation. A certification mark on the product is one w@gssist the AHJ in making that approval decision.
The authorization to use an organization’s mark also comessutitie responsibility of due diligence by the
third party organization. That is the reason that verytstiles and policies are in place regarding certification,
and accredited Nationally Recognized Testing Laboratories (NRTilsyequire that specific requirements
are used, and that all documented policies, regulations, asland adhered to during the certification process.
Further, reliability and consistency in safety critical padeduin the device is also required, which leads to
programs such as the UL Recognized Component program.

This is a bit different than certification in the EU, whére manufacturer is the responsible party and the third
party organization is essentially only providing technical tett allow the manufacturer to declare
compliance with given directives. There is still a need tlofiorules and policies, there is still a need to have
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reliability and consistency in the components used, and sbl@never, the main difference here is that the
third party organization is not authorizing the use of afmation mark. The manufacturer is utilizing the CE
mark based on their declaration of having met the requiremenitsady to their product. This changes how
the process of certification is performed.

A third type of certification would involve countries thaieaputside the programs described above. For
example, China and Israel, to name two, are countries that havewmestandards. These may be similar to
IEC standards, but the local standard is required and comptiaribe IEC requirements is not sufficient. In
some cases, testing may need to be done within the courtifygdy or only approved organizations within the
country can provide the needed certification.

Each of these different types of certification will lead to ffedent plan to obtain that certification. In some
cases, even when the requirements are the same, the process faynaiditional requirements must be
met. This is not always easy to navigate. However, there hagphagness and the global map for certification
is taking shape as countries and governments catch up wittastardevelopment activities and decisions are
made.

So, based on this explanation, certification breaks dowollas/:

US/CAN - Certification is authorized by a third party orgatibn that is accredited to certify to the applicable
standards. The UL and CSA standards mentioned above woukktedar the given equipment as indicated.
Compliance with the UL and CSA standards does not mean timgliaace with the IEC standard, or any other
standard, is proven.

Mexico — Although Mexico is harmonized in most cases folEYestandards indicated above, there is an extra
step needed to make these standards mandatory in Mexico. The dgandartioned are indicated and
designated as “NMX” standards. The “NMX” standards are valynin Mexico. Only a NOM standard is
required. In some cases, the NOM standard will reference an Ngastd for compliance. In those cases, the
NMX standard becomes mandatory due to the reference in a manbl&@dM document. In the case of the
NMX standards mentioned above, work is underway to add thehe NOM document, and thereby they will
eventually become mandatory. For now, they are only consideledtary standards. In order to import a
charge station or charger in Mexico, the required document, wbigkd be NOM 001 or NOM 003 based on
the design, is to be used. Additionally, the NOM Certificaa only be authorized by a Mexican based lab,
although some NRTL's, such as UL, have agreements throaghdffices in order to assist in obtaining these
certificates.

EU — In the EU, the CB scheme applies. All participating triesiin CB category ELVH (electric vehicle) that
have indicated that they are Recognizing CB reports are boundelsyof the scheme to accept a CB report for
certification purposes. In short, a CB report showing diampe with the IEC/EN version of the standard
addresses compliance of the device for the low voltage directiege Thay be other directives that apply, such
as the EMC directive, etc., but this one element is addressedtaDrreview the list of counties participating in
the CB Scheme for ELVH on the IECEE website.

Other Countries — Other countries may accept a CB report a@gtian; or in some cases they may not. If the
CB Reports are acceptable, they may still need to be transiédetie native language of the target country. If
the CB reports are not accepted, testing may be require@ tocoimpleted on the countries native soil.

10
EVS29 International Battery, Hybrid and Fuel Cdidric Vehicle Symposium



Governmental regulations may prevent outside organizati@ms frarticipating in the certification scheme
within that particular country, so only local organizations paovide the mark. Countries may require a
physical local office to be responsible for the product whés sbld in the country, meaning a manufacturer
has to have a local presence to import. In some countries, & Norérican certification mark may be
acceptable. All of this is dependent on the country and thangiles, which are not always readily available
or easy to find. It would be impossible to outline evesyrdry and their regulatory needs and rules pertaining
to the certification of charge stations and chargers. Howevecadlprovide guidance as needed to individual
manufacturers if they have specific needs for market access globall

It should be noted, as standards are revised, new standardevateped, and technology advances, the
certification needs in a given country may change as well. fdbis is very dynamic, and it is difficult to
maintain up to the minute accurate information. Knowing witeeeproduct is to be sold prior to starting the
certification process is important and should be communicatéigetohird party organization providing the
service.

5. CONCLUSION

As can be seen, there is a lot of activity concerning the stamdtiodi of this equipment. So much of the work
is in progress and so many things are changing and advadhairthe development work is far from over. Even
in cases where the current revision process is almost complete, it already a list of topics for the next
revision process. The standards work is far from over.

Also, as the standards develop and change over time, how cedificethandled may also change. Unlike
typical electrical devices, we have implemented a connection to a ddahieesehicle — that has never before
been part of the electric safety landscape. How do these partsogetker? Which part should control a given
aspect of operation? How does one protect the other in case ofidtazdl of these questions are being
addressed and opinions are across the board. It proves toelseitamg few years as these standards develop
into stable standards addressing a technology that is notisbanga daily basis. We will wait and see what
the future brings.
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